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Инструкция по настройке ADSL модема D-Link DSL-2640U

1. Откройте на компьютере веб браузер, например Internet Explorer.

2. В строке адреса наберите 192.168.1.1
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3. Появится предложение ввести пароль для входа в меню модема. Введите имя пользователя admin, пароль admin.
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(продолжение на следующей странице)

4. После этого вы увидете основную страницу веб-конфигуратора модема.
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5. Для настройки интернета введите перейдите в раздел Advanced Setup-WAN
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Далее нажмите кнопку Add и выставите параметры следуя слайдам:

(продолжение на следующей странице)
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Кнопка Next

[image: image6.png]Device Info
Quick Setup
Advanced Setup

waN

LaN

Quality of Service

Routing

DSL

Port Mapping
Diagnostics
Management

PPP Username and Password

PPP usualy recires that yau have a user name and password ta estabish your cor

Bamit nortms 1t napoms

PPP Usermame: yRasasste B AoroBope
PEP Password

PPPOE Service Name:

Authentication Method: | AUTO =

© Obtsin default gateway automaticaly
©  Use the folowing defauit gateway:
© use 1P address

© Use WAN Interface: [pppoe 0.0 40 1/ppp 0.0 40 1 [F]

PPP IP extension

[ cvanced DMz

Non DMz P acress: [

Keep aive PPP connection

Disl o dlemand (with idle timeout timer)

Use Static 1P Address

Bricige PPPOE Frames Betwesn WAN and Local Ports

PPP Link Setting

MU [1482





Кнопка Next
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Кнопка Next
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Кнопка Next

(продолжение на следующей странице)
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Hake sure that the settings below match the settings provided by your ISP,

[PORT / vPI/ veL: [0/ 0/ 40
Connection Type: [PProE

Service Name: __[pppoe_0_0_40_1
Service Category: [UBR

1P Address: Automatically Assigned
Service State: __|Enabled

NaT: Enabled

Firewall: Enabled

1GMP Multicast: | Disabler!
Quality Of Service: Disablect
MTu: 1492

Click "Save" to save these settings. Click "Back” to make any mocifications.
NOTE: You nesd to reboot to activate this WAN interface and further configure





Кнопка Save

Для настройки беспроводной сети нажмите кнопку Wireless – Security

(продолжение на следующей странице)
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В этом меню выберите «Network Authentication» и установите пароль «WPA Pre-Shared Key».

После нажмите кнопку Save.

Далее перейдите в Advanced Setup
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Кнопка Save/Reboot.

Дождаться перезагрузки модема и приятного использования интернета от компании Элитком.

